
Beaded Slab Our Beaded Slab Door in Sage SuperMatte.

PROFILE
   DOOR STYLE Slab

   CONSTRUCTION Membrane pressed face and sides. Slight radius edges.

   BACK MATERIAL

   CORE 3/4" engineered core. 3/4" ULEF core with White TFL back available.

   GRAIN DIRECTION

OPTIONS

   HINGE BORING 6 standard patterns, custom placement available.

   MODIFICATIONS Stile and rail widths on frames & mullions can be modified.

SIZING
   DOOR | DRAWER FRONTS 3" x 3" minimum. 48" x 96" maximum, warranted to 31" x 60".

   OVERLAYS 2.5" x 6" minimum.

   FRAMES 8.5" x 8.5" minimum. 31" x 60" maximum.

   MULLIONS 11.75" x 11.75" minimum. 31" x 60" maximum.

Beaded Slab Door edge profile

https://dendradoor.com/shop/custom-ikea-doors/beaded-slab/ 

Standard back is White TFL. Off-White, Gray, Black or Neutral Maple TFL 
available at no additional charge. Matching back TFL available with select 
laminates for an additional charge.

Vertical grain is standard on doors, frames and mullions. Horizontal grain 
is standard on drawer fronts. Horizontal grain available, up to 48" in height.

https://dendradoor.com/shop/custom-ikea-doors/beaded-slab/
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